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Wide choice of operational cycles 

Easy to use and load

Time-saving

Active safety

Experience plays in our favor

Tecno-Gaz S.p.A. made sterilization its corporate 
mission. For this reason, in the last 30 years we have 
been investing our resources and commitment for the 
development of one of the most complete sterilization 
projects in the world. Every day we work to give our 
customers new knowledge and new solutions that 
can help improve their operations, thus making 
sterilization a safe process.



Europa B Evo

Certified for all load types

EUROPA B evo is an autoclave that meets all  
EN 13060 standards, certified for sterilization of all load types:

• Free and packaged solid bodies, instruments and other materials

• Hollow bodies, hand pieces, turbines, other devices  
with hollow portions

• Porous bodies, fabrics, bandages, gauze, etc.

 



The real  
Fast process

Multisteril Fast

Multifunction device for sterilization protocol

• No need for human intervention
• No contamination risk
• Time-saving
• Significant money saving
• Perfect management of each phase

TecnoSeal

Rotating sealer, with automatic 
photocell-based drive system

• Extremely high output
• Miximum operational speed
• No need for routine maintenance

It is not enough to reduce the autoclave sterilization cycle by a few minutes, but rather it is important 
to reduce the overall time of the entire process. This was possible thanks to the “invention” of the 
MultiSteril system that has now become Fast, the mod rotating sealing system. TecnoSeal.

The great result achieved by Tecno-Gaz was creating  
a real fast sterilization process.

If you want to reduce the whole process by more than 45 
minutes, the Tecno-Gaz Fast system is the right solution. 

-45’

4 Europa B Evo | Autoclave



inside

EN 13060 
Certified

The innovative P.I.D. system

The autoclave series mod. EUROPA B evo is equipped with an innovative system called P.I.D.. 
P.I.D. is the acronym of derivative proportional integral and is the maximum expression of 
closed-loop controls. The structure of this sophisticated control is simple and flexible. P.I.D. 
ensures constant checking and monitoring of the entire functional system of the autoclave, 
automatically intervening in the event of anomalies on incorrect technical and electronic 
parameters. A device that behaves like a real technician with real-time diagnosis and 
intervention capabilities. A solution that limits anomalies and alarms, ensuring maximum 
reliability, limiting any machine downtime to a minimum.

EuropaB Evo
The heart and mind of the cycle

• Free and packaged solid bodies, instruments and other materials

• Hollow bodies, hand pieces, turbines, other devices with hollow portions

• Porous bodies, fabrics, bandages, gauze, etc.
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Sterilization cycles
Keyword: ease

Just select the most suitable cycle and 
start, from that moment onwards the 
machine will automatically execute the 
entire cycle, constantly monitored by a 
powerful microprocessor. In case of errors 
or anomalies, the machine interrupts the 
cycle by signaling the error code.

Wide choice of operational cycles

The Europa B Evo and Europa B Evo 24 autoclaves are equipped with:

• 1 sterilization cycle at 134 ° C for free and packaged materials

• 1 sterilization cycle at 121 ° C for free and packaged materials

• 1 flash sterilization cycle for rapid cycles

• 1 prion sterilization cycle specifically for C&J disease

Choosing and selecting 
a sterilization cycle on 
Tecno-Gaz autoclaves is 
simple and intuitive. Any errors or alarms will by 

highlighted by messages and LED 
signals to call your attention.
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Test cycles
Europa B EVO and Europa B EVO 24 are 
complete equipments including test cycles, for 
the periodic control of the equipment, through 
physical, chemical and functional systems.

• The Helix test cycle evaluates the extraction 
capacity of air pockets in hollow bodies

• The Bowie & Dick cycle evaluates the 
vacuum capacity in porous bodies.

• Vacuum test evaluates the vacuum 
holding capacity.

Fully automated cycles
All cycles are completely automated and each 
phase is managed by a sophisticated electronic 
system. Each phase (vacuum, preheating, 
exposure time, drying) is monitored, supported 
and managed automatically. There is no 
human intervention in the cycles.

Cycles without operator with auto-off
Each cycle has an automatic function, which 
intervenes at the end of the cycle in case 
of absence of operators, starting an anti-
condensation phase and automatic auto-shut-
off. This is a system that avoids the creation of 
condensation and ensures perfect drying of the 
instruments and keeps the equipment safe.

All cycles ensure the  
sterilization of type B loads
All sterilization cycles including the FLASH cycle 
have a fractional vacuum system that guarantees 
perfect sterilization of all materials, including 
hollow and porous materials.

Fast Cycle the unmanned  
cycle function
All sterilization cycles have an automatic function 
called Fast Cycle which, in the absence of an operator, 
starts an anti-condensation phase and automatically 
switches off at the end of the cycle. This technology 
prevents the formation of condensation ensuring 
perfect drying, reducing energy consumption while 
keeping the equipment safe.
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Loads and safety

The mod autoclave series. Europa B Evo 
can sterilize large loads:

• Europa B Evo, maximum tool loading up 
to 4 kg porous materials up to 1.5 kg

• Europa B Evo 24, maximum tool loading 
up to 6 kg porous materials up to 2 kg.

A parameter of great importance while 
choosing an autoclave is the amount of 
load that the device can sterilize.

Carico

4kg

6kg

porous materials up to 1,5 kg

porous materials up to 2 kg

Europa B EVO

Europa B EVO 24

Thanks to the advanced build of the system, 
the autoclaves of the Europa B Evo range are 
able to sterilize large loads, which can be 
placed on the standard provided tray or in 
the special surgical trays.
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We have used two safety devices on the door:

• Mechanical-electromagnetic safety: it 
operates when the sterilization cycle starts 
and completely blocks the door opening. This 
device can be switched off at the end of the 
cycle, by pressing a special button and only 
with a zero positive pressure.

• Electrical safety: it is automatically activated 
when there is a clear intention of forced 
opening of the machine.

Double safety on the door

Mechanical-
electromagnetic 

safety

Electric 
safety
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Water loading

The mod autoclave. Europa B Evo and Europa 
B Evo 24 are equipped with double inspectable 
tanks, one for clean water and the other one 
for used water. 2.5 liters of demineralised or 
distilled water can be loaded, thanks to an 
automatic loading system with a pump and a 
full tank detection system, which stops the water 
loading operation. This important option in a 
standard on all models in this range and avoids 
human errors due to excessive water transfer 
and reduces operator effort. The autoclave is 
also suitable for manual tank filling if required.

The mod autoclave series. Europa B Evo 
and Europa B Evo 24 are designed to be 
connected directly to the water network, 
through the reverse osmosis PURA model. 
This solution allows to feed the autoclave 
continuously, avoiding the purchase and 
loading of distilled or demineralized water, 
thus reducing costs and eliminating manual 
operations. It is also possible to direct the 
used water tank in direct discharge, thus 
guaranteeing additional time savings.

Water loading and unloading with integrated load

Water loading and unloading with Pura system

The mod osmosis system. Pura is an extremely 
compact osmosis device, designed to be connected 
directly to the autoclave, thus guaranteeing 
continuous feeding. The system can be installed in 
various positions, thus facilitating assembly and 
placement in the available space. The mod. Pura 
is equipped with a series of osmotic filters and 
membranes, whose average life span is about 1000 
cycles. The cartridge must be replaced once a year 
in any case. The Pura system, when not producing 
water, is not under pressure. This feature avoids 
any kind of issue in case of accidental breakage of 
fittings or connections.

The Pura system
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BIOLOGICAL TEST CHEMICAL SUPPLEMENTS BOWIE & DICK HELIX TEST VACUUM TEST

Devices and tests

Automatic cycle, no operator risk and with perfect 
management of all phases.
1 Multisteril load = 1 autoclave load

A revolutionary device for disinfection, cleaning, rinsing, 
drying, without human intervention or professional risk of 
any kind and with a reduced turnaround time. A device that 
is unique in the world and that is essential in every clinic 
which takes care of the sterilization process.

Fast process, preparation of packed instruments in just 
10 minutes.

• Automatic photocell-based drive system (10 m / min).

• Integrated printer (Art. TA002TAU)

• Automatic impression of seal / expiry date.

• Electronic card for control / management of use 
parameters.

Multisteril Fast Multifunctional automatic tub

TecnoSeal Thermosealer

Tecno-Gaz sterilization test range

DryingRinsingUltrasoundsStandbyPreparation for 
sterilization

Double 
sealing band 
of 12 mm

Speed of 10 
meters per 
minute

Pre-cut 
envelopes, welded 
on 3 sides

Packaging

Periodically checking the efficiency of your autoclaves is an activity that 
every clinic must perform, following precise operating procedures.

B Test Plus SteamPlus 
100 pcs.

VaporLine 
250 pcs.

Helix Test  
(pack 50 Strips 
replacement)

Bowie & Dick 
20 pcs.

Spore 
(pack of 20 vials)
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Tecno-Gaz S.p.A. 

www.tecnogaz.com

All rights reserved to Tecno-Gaz S.p.A. Any changes in images or content may be made without 
prior notice. Tecno-Gaz S.p.A., is not responsible for damages deriving from lack or inaccuracy of  
information reported in this document. Images used in this document are for illustration purposes only.
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Tecno-Gaz Spa.

Technical data Europa B Evo Europa B Evo 24

Size 510 (L) x 390 (H) x 600 (P) mm 510 (L) x 390 (H) x 740 (P) mm

Weight 54 kg 58 kg

Voltage 230 V -  50/60 HZ 230 V -  50/60 HZ

Absorption 1,5  kW 2,2  kW

Chamber diameter Ø 245 mm Ø 245 mm

Chamber depth 320 mm 500 mm

Technical features Europa B Evo 
Europa B Evo24

Integrated printer %

Manual closure %

Preparation of Pura Plus deionizer %

Night cycle %

PID system %

Automatic baric alignment %

Operating cycles Europa B Evo 
Europa B Evo24

134°C VValid for free and packaged materials %

121°C Valid for free and packaged materials %

134°C Flash %

134°C Prion %

Vacuum Test %

Helix / Bowie and Dick Test %


